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1
BICYCLE SPROCKET FOR USE WITH A
MULTI-GEAR REAR CASSETTE

TECHNICAL FIELD

The present invention relates to a bicycle sprocket and,
more specifically, to a rear bicycle sprocket for use with a
multi-gear rear cassette and to a multi-gear rear cassette and
a bicycle having a multi-gear rear cassette including the rear
sprocket.

BACKGROUND

In a conventional bicycle multi-gear rear cassette, a plural-
ity of sprockets of variable diameter are axially distributed
along and co-axially mounted to a freehub body. Each
sprocket has a plurality of teeth about its perimeter for engag-
ing a bicycle chain. For example, a mountain bicycle rear
cassette with ten sprockets, S, -S |, could have sprockets with
the following teeth (T) profiles: 11T, 13T, 15T, 17T, 19T, 21T,
24T, 28T, 32T, and 36T (i.e., 11T to 36T). When a shift
control device is actuated by a bicyclist, a rear derailleur
transfers the chain from the teeth of one sprocket to another.

To reduce the weight of the cassette, a sprocket carrier has
been used to support a plurality of sprockets. A relatively low
density metal such as aluminum is typically used for the
carrier, while various types of steel materials provide the
sprockets with adequate strength. The carrier comprises a
plurality of radially extending mounting arms. Each mount-
ing arm includes a sprocket mounting portion. Fasteners, such
as bolts, mating threads, coupling projections, rivets, and the
like, are used to fasten the sprockets to the sprocket mounting
portion of the carrier. These mechanical connections not only
require additional materials making the sprocket assembly
heavier, but also weaken the mating parts and provide pos-
sible fatigue and fracture failure points on both the sprockets
and carrier. Further, such mechanical connections introduce
additional unwanted flexibility as they twist and deform
under loading.

It may be desirable to increase the number of sprockets
available in a bicycle multi-gear rear cassette to provide the
bicyclist with a greater choice of gears. In relatively recent
years, the number of sprockets in a typical mountain bicycle
multi-gear rear cassette has increased from nine to ten sprock-
ets. Even more recently, the number of sprockets has
increased from ten to eleven. By increasing the number of
sprockets, the bicyclist may be able to increase the range of
the multi-gear rear cassette (i.e., the ratio derived from divid-
ing the teeth profile of the sprocket having the largest diam-
eter by the teeth profile of the sprocket having the smallest
diameter) thereby providing the bicyclist with a greater range
of gears to choose from. Thus, the range of a typical mountain
bicycle multi-gear rear cassette having ten sprockets ranging
from 11T to 36T has a range of 327%, which is greater than
the range of a typical mountain bicycle multi-gear cassette
having nine sprockets ranging from 11T to 34T (i.e., a 309%
range). The range of a typical mountain bicycle multi-gear
cassette having eleven sprockets ranging from 10T to 42T is
greater still (i.e., 420%).

While a drivetrain having an eleven sprocket rear cassette
is advantageous to bicyclists due to the enhanced range, an
eleven sprocket rear cassette is incompatible with drivetrains
designed for use with nine or ten sprocket rear cassettes. For
a bicyclist to install an eleven sprocket rear cassette on a
bicycle having a drivetrain using a nine or ten sprocket cas-
sette, the bicyclist must purchase and install a new bicycle

10

25

40

45

60

2

chain, rear derailleur, shift control device, and/or front chain
rings. This can be prohibitively expensive.

There is a general desire to increase the range of gears
available to a bicyclist without the bicyclist having to make
substantial changes to the drivetrain and/or considerably
increasing the weight of the bicycle.

The foregoing examples of the related art and limitations
related thereto are intended to be illustrative and not exclu-
sive. Other limitations of the related art will become apparent
to those of skill in the art upon a reading of the specification
and a study of the drawings.

SUMMARY

The following embodiments and aspects thereof are
described and illustrated in conjunction with systems, tools,
and methods which are meant to be exemplary and illustra-
tive, not limiting in scope. In various embodiments, one or
more of the above-described problems have been reduced or
eliminated, while other embodiments are directed to other
improvements.

One aspect of the present invention provides a bicycle
sprocket for use with a multi-gear rear cassette that improves
the gear range of the cassette and can be used with most
conventional drivetrains designed for use with a ten sprocket
rear cassette.

Another object of the present invention is to provide a
bicycle multi-gear rear cassette having an improved gear
range that can be installed for use with most conventional
drivetrains designed for use with a ten sprocket rear cassette.

One aspect of the present invention provides a bicycle
sprocket for use with a multi-gear rear cassette. The sprocket
includes a chain engaging portion and a mounting portion,
both having a generally annular shape about a central axis. A
radially outward edge of the chain engaging portion com-
prises a plurality of circumferentially spaced and radially
outwardly extending teeth for mechanical engagement with a
bicycle chain. A radially inward edge of the mounting portion
defines an aperture shaped to receive therein a freehub body.
A radially outward edge of the mounting portion is radially
spaced apart from a radially inward edge of the chain engag-
ing portion. A plurality of spaced support arms, integrally
formed with the chain engaging portion and with the mount-
ing portion, extends radially outwardly from the radially out-
ward edge of the mounting portion to the radially inward edge
of'the chain engaging portion. The sprocket further includes a
plurality of space maintaining protrusions, each space main-
taining protrusion integrally formed with and extending axi-
ally forwardly from an axially forward surface of a corre-
sponding support arm.

In some embodiments, an axially forward surface of the
mounting portion and an axially forward surface of each
space maintaining protrusion extend further axially for-
wardly than an axially forward surface of the chain engaging
portion.

In some embodiments, the axially forward surface of the
mounting portion extends further axially forwardly than the
axially forward surface of each space maintaining protrusion.

In some embodiments, the support arms may be circum-
ferentially spaced apart from one another about the radially
outward edge of the mounting portion and/or about the radi-
ally inward edge of the chain engaging portion.

In some embodiments, the support arms may be circum-
ferentially spaced apart from one another at the radially
inward edge of the chain engaging portion and may merge
with the circumferentially adjacent support arms at the radi-
ally outward edge of the mounting portion.
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In some embodiments, the support arms may be circum-
ferentially spaced apart from one another at the radially out-
ward edge of the mounting portion and may merge with the
circumferentially adjacent support arms at the radially inward
edge of the chain engaging portion.

In some embodiments, the support arms may merge with
circumferentially adjacent support arms at the radially out-
ward edge of the mounting portion and at the radially inward
edge of the chain engaging portion and may be circumferen-
tially spaced apart at radial locations therebetween.

In some embodiments, the support arms may be circum-
ferentially spaced apart from one another at the radially out-
ward edge of the mounting portion and the radially inward
edge of the chain engaging portion and may merge with
circumferentially adjacent support arms at radial locations
therebetween.

Insome embodiments, each support arm includes a radially
inward arm portion and a plurality of radially outward arm
potions. The radially inward arm portion extends radially
outwardly from the radially outward edge of the mounting
portion and the plurality of radially outward arm portions
extend radially outwardly from a radially outward edge of the
radially inward arm portion to the radially inward edge of the
chain engaging portion.

Insome embodiments, each support arm includes a radially
outward arm portion extending radially inwardly from the
radially inward edge of the chain engaging portion and a
plurality of radially inward arm portions extending radially
inwardly from a radially inward edge of radially outward arm
portion to the radially outward edge of the mounting portion.

Another aspect of the present invention provides a bicycle
multi-gear rear cassette having a plurality of sprockets coaxi-
ally mounted to a frechub body wherein the plurality of
sprockets includes an axially rearmost sprocket. The axially
rearmost sprocket includes a chain engaging portion and a
mounting portion, both having a generally annular shape
about a central axis. A radially outward edge of the chain
engaging portion comprises a plurality of circumferentially
spaced and radially outwardly extending teeth for mechanical
engagement with a bicycle chain. A radially inward edge of
the mounting portion defines an aperture shaped to receive
therein a freehub body. A radially outward edge of the mount-
ing portion is radially spaced apart from a radially inward
edge of the chain engaging portion. A plurality of spaced
support arms, integrally formed with the chain engaging por-
tion and with the mounting portion, extends radially out-
wardly from the radially outward edge of the mounting por-
tion to the radially inward edge of the chain engaging portion.
The sprocket further includes a plurality of space maintaining
protrusions, each space maintaining protrusion integrally
formed with and extending axially forwardly from an axially
forward surface of a corresponding support arm.

Another aspect of the present invention provides a bicycle
comprising a multi-gear rear cassette having a plurality of
sprockets coaxially mounted to a freehub body, wherein the
plurality of sprockets includes an axially rearmost sprocket.
The axially rearmost sprocket includes a chain engaging por-
tion and a mounting portion, both having a generally annular
shape about a central axis. A radially outward edge of the
chain engaging portion comprises a plurality of circumferen-
tially spaced and radially outwardly extending teeth for
mechanical engagement with a bicycle chain. A radially
inward edge of the mounting portion defines an aperture
shaped to receive therein a freehub body. A radially outward
edge of the mounting portion is radially spaced apart from a
radially inward edge of the chain engaging portion. A plural-
ity of spaced support arms, integrally formed with the chain
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engaging portion and with the mounting portion, extends
radially outwardly from the radially outward edge of the
mounting portion to the radially inward edge of the chain
engaging portion. The sprocket further includes a plurality of
space maintaining protrusions, each space maintaining pro-
trusion integrally formed with and extending axially for-
wardly from an axially forward surface of a corresponding
support arm.

Another aspect of the present invention provides a method
for installing a rear bicycle sprocket for use with a multi-gear
rear cassette. The method includes the steps of removing the
sprockets from a freehub body of a multi-gear rear cassette,
discarding at least one of the removed sprockets, mounting a
rear sprocket to the freehub body, and mounting the remain-
ing removed sprockets to the freehub body axially forwardly
of'the rear sprocket. The rear sprocket includes a chain engag-
ing portion and a mounting portion, both having a generally
annular shape about a central axis. A radially outward edge of
the chain engaging portion comprises a plurality of circum-
ferentially spaced and radially outwardly extending teeth for
mechanical engagement with a bicycle chain. A radially
inward edge of the mounting portion defines an aperture
shaped to receive therein a freehub body. A radially outward
edge of the mounting portion is radially spaced apart from a
radially inward edge of the chain engaging portion. A plural-
ity of spaced support arms, integrally formed with the chain
engaging portion and with the mounting portion, extends
radially outwardly from the radially outward edge of the
mounting portion to the radially inward edge of the chain
engaging portion. The sprocket further includes a plurality of
space maintaining protrusions, each space maintaining pro-
trusion integrally formed with and extending axially for-
wardly from an axially forward surface of a corresponding
support arm.

In addition to the exemplary aspects and embodiments
described above, further aspects and embodiments will
become apparent by reference to the drawings and by study of
the following detailed descriptions.

BRIEF DESCRIPTION OF DRAWINGS

Exemplary embodiments are illustrated in referenced fig-
ures of the drawings. It is intended that the embodiments and
figures disclosed herein are to be considered illustrative rather
than restrictive.

FIG. 1 is an axially forward-side elevation view of the
drivetrain of a conventional bicycle.

FIG. 2 is an axially forward-side isometric view of a con-
ventional ten-sprocket bicycle rear cassette.

FIG. 3 is an axially forward-side elevation view of a rear
bicycle sprocket according to an embodiment of the present
invention.

FIG. 4 is an axially forward-side isometric view of the FI1G.
3 embodiment.

FIG. 5 is an axially rearward-side elevation view of the
FIG. 3 embodiment.

FIG. 6 is a partially broken-away side elevation view of a
bicycle multi-gear rear cassette according to an embodiment
of the present invention.

FIG. 7 is an exploded axially rearward-side isometric view
of the FIG. 6 embodiment.

FIG. 8 is an axially forward-side elevation view of a driv-
etrain of a bicycle including the FIG. 3 embodiment.

FIG. 91s an axially forward-side elevation view of a bicycle
according to an embodiment of the present invention.

DESCRIPTION

Throughout the following description specific details are
set forth in order to provide a more thorough understanding to
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persons skilled in the art. However, well known elements may
not have been shown or described in detail to avoid unneces-
sarily obscuring the disclosure. Accordingly, the description
and drawings are to be regarded in an illustrative, rather than
a restrictive, sense.

A drivetrain 10 of a conventional multi-speed bicycle, as
shown in FIG. 1, typically includes a front crankset 20, a
multi-gear rear cassette 30, and a chain 40 that connects front
crankset 20 to rear cassette 30. Crankset 20 is rotatably
mounted to a bicycle frame (not shown) via a bottom bracket
(not shown) and cassette 30 is rotatably mounted to a rear
wheel (not shown). Pedalling motion of a bicyclist is trans-
ferred into rotational motion of crankset 20, which drives
chain 40 to rotate cassette 30 and rotate the rear wheel of the
bicycle. Crankset 20 includes one or more chainrings 22
coaxially mounted and having varying diameters.

Cassette 30 includes a plurality of sprockets coaxially
mounted and having varying diameters. An exemplary cas-
sette, shown in FIG. 2, includes ten sprockets, S,-S, ,, coaxi-
ally mounted to a freehub body (not shown). S, has the largest
diameter and is mounted to the freechub body axially rear-
wardly of S,-S,,. S,-S;, have progressively smaller diam-
eters and are mounted to the freechub body progressively
axially forwardly of S|, with S, , mounted axially forwardly
of'S,-S,. In some embodiments, S,-S,, may have the follow-
ing teeth (T) profiles: 11T, 13T, 15T, 17T, 19T, 21T, 24T, 28T,
32T, and 36T. In some embodiments, S,-S;, may have the
following teeth (T) profiles: 11T, 12T, 14T, 16T, 18T, 21T,
24T, 28T, 32T, and 36T. Persons skilled in the art will recog-
nize that ten-sprocket rear cassettes may have a variety of
teeth profiles. A drivetrain including a single front chainring
22 and a rear cassette 30 having ten sprockets (as shown in the
FIG. 1 example) is referred to as a 1x10 drivetrain. A driv-
etrain including two front chainrings and a cassette having ten
sprockets (not shown) is referred to as a 2x10 drivetrain.

Unless the context dictates otherwise, the terms “axial”,
“axially”, and/or the like (as used herein) refer to directions
that are parallel to central axis 2 of a bicycle sprocket, of a rear
cassette, or of sprockets in the rear cassette, or, where the
context dictates, have components that extend in directions
parallel to central axis 2. Unless the context dictates other-
wise, the terms “axially forward”, “axially forwardly”, “axi-
ally foremost”, and/or the like (as used herein) refer to direc-
tions that are parallel to central axis 2 and extend out of the
page with reference to FIGS. 1, 2, 3, 4, 8, and 9, into the page
with reference to FIGS. 5 and 7, and to the right of the page
with reference to FIG. 6 or, where the context dictates, have
components that extend parallel to central axis 2 and extend
out of the page with reference to FIGS. 1, 2, 3, 4, 8, and 9, into
the page with reference to FIGS. 5 and 7, and to the right of the
page with reference to FIG. 6. Unless the context dictates
otherwise, the terms “axially rearward”, “axially rear-
wardly”, “axially rearmost”, and/or the like (as used herein)
refer to directions that are parallel to central axis 2 and extend
into the page with reference to FIGS. 1, 2, 3, 4, 8, and 9, out
of'the page with reference to FIGS. 5 and 7, and to the left of
the page with reference to FIG. 6 or, where the context dic-
tates, have components that extend parallel to central axis 2
and extend into the page with reference to FIGS. 1, 2, 3,4, 8,
and 9, out of the page with reference to FIGS. 5 and 7, and to
the left of the page with reference to FIG. 6.

Unless the context dictates otherwise, the terms “radially
outward”, “radially outwardly”, and/or the like (as used
herein) refer to directions that extend generally orthogonal to
and away from central axis 2 or, where the context dictates,
have components that extend generally orthogonal to and
away from central axis 2. Unless the context dictates other-
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wise, the terms “radially inward”, “radially inwardly”, and/or
the like (as used herein) refer to directions that extend gener-
ally orthogonal and toward central axis 2 or, where the context
dictates, have components that extend generally orthogonal
to and toward central axis 2. Unless the context dictates
otherwise, the terms “radial”, “radially”, and/or the like (as
used herein) refer to directions that are either radially inward,
radially outward, or both. Although the term “radial” is most
commonly used in connection with circular objects or fea-
tures, it should be understood for the purpose of this descrip-
tion and accompanying aspects that the term “radial” is used
in a broader context and is not limited to describing strictly
circular objects or features or objects or features with strictly
circular cross-section.

Chain 40 selectively engages one of sprockets S,-S,, of
cassette 30 and chainring 22 of crankset 20. A rear derailleur
50 having a guide pulley 52 and a tension pulley 54 is pro-
vided to move chain 40 between sprockets S,-S,,. In some
embodiments, a front derailleur (not shown) having a chain
guide (not shown) may be provided to move chain 40 between
front chainrings of a crankset having more than one chain-
ring. Shift control devices (not shown) operated by the bicy-
clist are used to control the front and rear derailleurs.

FIGS. 3-5 show various views of a sprocket 60 according to
a particular embodiment. Sprocket 60, shown in FIGS. 3-5,
comprises a mounting portion 70 and a chain engaging por-
tion 80, each having an annular shape about central axis 2.
Although the term “annular” is most commonly used in con-
nection with objects and/or features having circular profiles,
it should be understood for the purpose of this description and
accompanying claims that the term “annular” is used in a
broader context and is not limited to describing strictly cir-
cular objects or features or objects or features with strictly
circular profiles or cross-sections. Mounting portion 70 com-
prises a radially inward edge 72 and a radially outward edge
74. Radially inward edge 72 defines an aperture 76 shaped to
receive therein a freehub body 32. Chain engaging portion 80
includes a radially inward edge 82 and a radially outward
edge 84. Radially outward edge 74 of mounting portion 70 is
radially spaced apart from radially inward edge 82 of chain
engaging portion 80. Radially outward edge 84 of chain
engaging portion 80 comprises a plurality of circumferen-
tially spaced and radially outwardly extending teeth 86 for
mechanical engagement with a bicycle chain in the usual way.
In some embodiments, chain engaging portion 80 may be
provided with 40 or 42 teeth 86. In some other embodiments,
chain engaging portion 80 may be provided with different
numbers of teeth 86.

A plurality of support arms 90 extend radially outwardly
from radially outward edge 74 of mounting portion 70 to
radially inward edge 82 of chain engaging portion 80. Sup-
port arms 90 may be circumferentially spaced apart from one
another about radially outward edge 74 of mounting portion
70 and/or about radially inward edge 82 of chain engaging
portion 80. In some embodiments, support arms 90 may be
circumferentially spaced apart from one another at radially
inward edge 82 of chain engaging portion 80 and my merge
with circumferentially adjacent support arms 90 at radially
outward edge 74 of mounting portion 70. In some embodi-
ments, support arms 90 may be circumferentially spaced
apart from one another at radially outward edge 74 of mount-
ing portion 70 and may merge with circumferentially adja-
cent support arms 90 at radially inward edge 82 of chain
engaging portion 80. In some embodiments, support arms 90
may merge with circumferentially adjacent support arms 90
at radially outward edge 74 of mounting portion 70 and at
radially inward edge 82 of chain engaging portion 80 and may
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be circumferentially spaced apart at radial locations therebe-
tween. In some embodiments, support arms 90 may be cir-
cumferentially spaced apart from one another at radially out-
ward edge 74 of mounting portion 70 and radially inward
edge 82 of chain engaging portion 80 and may merge with
circumferentially adjacent support arms 90 at radial locations
therebetween. Support arms 90 are integrally formed with
mounting portion 70 and chain engaging portion 80. Sprocket
60 further comprises a plurality of space maintaining protru-
sions 100. Each space maintaining protrusion 100 extends
axially forwardly from an axially forward surface 90a of a
corresponding support arm 90. Each space maintaining pro-
trusion 100 is integrally formed with its corresponding sup-
port arm 90—i.e., space maintaining protrusions 100 and
support arms 90 are monolithically fabricated (i.e., as one
piece). The distance between space maintaining protrusions
100 and mounting portion 70 may be optimized to resist
deformation of sprocket 60 when in use.

In some embodiments, an axially forward surface 70a of
mounting portion 70 and an axially forward surface 100a of
each space maintaining protrusion 100 extend further axially
forwardly than an axially forward surface 804 of chain engag-
ing portion 80. In some embodiments, axially forward surface
70a of mounting portion 70 extends further axially forwardly
than axially forward surface 100qa of each space maintaining
protrusion 100 and axially forward surface 100a of each
space maintaining protrusion 100 extends further axially for-
wardly than axially forward surface 80a of chain engaging
portion 80.

The number of support arms 90 may be sufficient to sup-
port chain engaging portion 80 and withstand forces and
torques associated with bicycle riding to prevent or mitigate
deformation of sprocket 60. However, it may be desirable to
minimize the number of support arms 90 to minimize the
corresponding weight of sprocket 60. A person skilled in the
art would recognize that there is also a trade-oft between the
durability and weight provided by the number of support arms
90 and by the axial thickness of sprocket 60 and that these
parameters can be adjusted depending on desired weight ver-
sus durability objectives. In the illustrated embodiment,
sprocket 60 comprises six support arms 90. In some embodi-
ments, sprocket 60 may comprise other numbers of support
arms 90.

In the illustrated embodiment, each support arm 90 com-
prises a radially inward arm portion 92 extending radially
outwardly from radially outward edge 74 of mounting portion
70 and a plurality of radially outward arm portions 94, 96
extending radially outwardly from a radially outward edge 98
of radially inward arm portion 92 to radially inward edge 82
of chain engaging portion 80. Radially outward arm portions
94, 96 may be circumferentially spaced apart from one
another at radially inward edge 82 of chain engaging portion
80 but each radially outward arm portion 94, 96 may merge
into one another where they meet radially outward edge 98 of
radially inward arm portion 92. In some embodiments, each
support arm 90 includes two or more radially outward arm
portions. In some embodiments, each support arm 90 com-
prises a radially outward arm portion (not shown) extending
radially inwardly from radially inward edge 82 of chain
engaging portion 80 and a plurality of radially inward arm
portions (not shown) extending radially inwardly from a radi-
ally inward edge (not shown) of radially outward arm portion
to radially outward edge 74 of mounting portion 70. Radially
inward arm portions (not shown) may be circumferentially
spaced apart from one another at radially outward edge 74 of
mounting portion 70 but each radially inward arm portion
may merge into one another where they meet radially inward
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edge (not shown) of radially outward arm portion (not
shown). In the illustrated embodiments, each space maintain-
ing protrusion 100 extends axially forwardly from a corre-
sponding axially forward surface 94a, 96a of radially out-
ward arm portion 94, 96 and is integrally formed with its
corresponding radially outward arm portion 94, 96.

In the illustrated embodiment, sprocket 60 comprises two
radially outward arm portions 94, 96. In some embodiments,
sprocket 60 and/or each support arm 90 may comprise other
numbers of radially outward arm portions.

Sprocket 60 may be constructed in one piece, preferably of
lightweight, rigid material such as a suitable metal, metal
alloy, carbon fibre, or the like. For example, sprocket 60 may
be machined, stamped, punched, forged, cast, injection moul-
ded, or made using three-dimensional printing techniques.
Sprocket 60 may be made of aluminum, titanium, or steel.
Since sprocket 60 may be constructed in one piece (i.e.,
integrally) and does not include non-integral features,
sprocket 60 is not susceptible to the corrosion generally asso-
ciated with using dissimilar metals or to mechanical weak-
ness attributable to the vibrations, forces, and/or torques asso-
ciated with riding a bicycle when sprocket 60 is in use.

Sprocket 60 may be installed for use with many conven-
tional bicycle rear cassettes and may be compatible with a
variety of conventional freehub bodies (for example, by suit-
ably shaping radially inward edge 72 of mounting portion
70). For example, sprocket 60 may be installed for use with a
ten-sprocket rear cassette, such as cassette 30 (FIG. 2).
Sprockets S-S, (and spacers (not shown)) are removed from
free hub body 32 and freehub body 32 is inserted through
aperture 76 of sprocket 60. In some embodiments, radially
inward edge 72 of mounting portion 70 includes a plurality of
circumferentially spaced grooves 73 mateably engageable
with a plurality of splines 34 circumferentially spaced about
frechub body 32, such that sprocket 60 may be mounted on
frechub body 32 in a conventional, non-rotatable manner.
One of sprockets S,-S,, (and one or more spacers (not
shown)) may be discarded (i.e., will not be reinstalled on
frechub body 32) and the remaining sprockets (and spacers
(not shown)) may be reinstalled on freechub body 32 such that
the sprockets having a smaller diameter (and a lower teeth
profile) are mounted axially forwardly of those sprockets
having a larger diameter (and higher teeth profile). The
assembled cassette 110, shown in FIGS. 6 and 7, includes ten
sprockets including sprocket 60 mounted axially rearmost of
the remaining sprockets. A drivetrain 120 comprising cassette
110 is shown in FIG. 8 and a bicycle 130 comprising cassette
110 is shown in FIG. 9. Drivetrain 120 includes chain 40, rear
derailleur 50, a shift control device (not shown), and front
crankset 20 that are compatible with most conventional ten
sprocket rear cassettes.

Inthe embodiment of FIGS. 6 and 7, sprocket S, having 17
teeth (177) is discarded from cassette 110 and cassette 110
may have the following teeth (T) profiles: 11T, 13T, 15T, 19T,
21T, 24T, 28T, 32T, 36T, and 40T (i.e., 11T to 40T) or 11T,
13T, 15T, 19T, 21T, 24T, 28T, 32T, 36T, and 42T (i.e., 11T to
42T). In some embodiments, a sprocket other than sprocket
S, may be discarded from cassette 110. In some embodi-
ments, cassette 110 may have a variety ofteeth profiles. While
cassette 30 having ten sprockets ranging from 11T to 36T has
a range of 327%, cassette 110 having ten sprockets ranging
from 11T to 40T or 42T has a range 0f364% or 382%. Thus,
the range of gears available to a bicyclist using cassette 110 is
greater than the range of gears available to a bicyclist using
cassette 30.

In some embodiments, two sprockets from sprockets
S-S, (and one spacer (not shown)) are discarded (i.e., will
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not be reinstalled on freehub body 32) and the remaining
sprockets (and spacers (not shown)) and a new sprocket are
reinstalled on freehub body 32 as described above. In some
embodiments, sprockets S, and Sg having 17 (17T) and 15
(15T) teeth, respectively, may be discarded and a sprocket
having 16 teeth (16T) installed. In some embodiments,
sprockets other than sprockets S, and S; may be discarded
from the cassette and a sprocket other than a sprocket having
16 teeth (16T) may be installed. The assembled cassette
includes ten sprockets (including axially rearmost sprocket
60) and may have the following teeth (T) profiles: 11T, 13T,
16T, 19T, 21T, 24T, 28T, 32T, 36T, and 40T (i.e., 11T to 40T)
or 11T, 13T, 16T, 19T, 21T, 24T, 28T, 32T, 36T, and 42T (i.e.,
11T to 42T). In some embodiments, the assembled cassette
(including axially rearmost sprocket 60) may have a variety of
teeth profiles.

The bicyclist is not required to make substantial changes to
an existing drivetrain or to considerably increase the weight a
bicycle to install sprocket 60 for use with a drivetrain using a
conventional ten sprocket rear cassette. For example, a con-
ventional rear derailleur may be used with cassette 110 when
mounted to the rear wheel ofa bicycle. To optimize shifting of
the rear derailleur and movement of the bicycle chain
between the sprockets of cassette 110, axially forward surface
70a of mounting portion 70 and axially forward surface 100a
of each space maintaining protrusion 100 may extend further
axially forwardly than axially forward surface 80a of chain
engaging portion 80. In this way, the distance between axially
forward surface 80a of chain engaging portion 80 and a first
axially rearward surface 140 of sprocket S, adjacent to
sprocket 60 may be optimized depending on the thickness of
the bicycle chain. The number of space maintaining protru-
sions 100 may also be optimized to resist deformation of
sprocket 60 due to the forces and torques associated with
bicycle riding (for example, the rotational force of the chain).
Ifthe number of space maintaining protrusions 100 is too few,
then the risk of deformation of sprocket 60 may become
greater. In some embodiments, sprocket 60 includes six or
more space maintaining protrusions 100 integrally formed
with support arms 90. In some embodiments, sprocket 60
includes 10 to 12 space maintaining protrusions 100 inte-
grally formed with support arms 90.

In some embodiments, radially inward edge 82 of chain
engaging portion 80, radially outward edge 74 of mounting
portion 70, and axially outwardly extending edges 91 of adja-
cent support arms 90 may define a plurality of apertures 160
(see FIG. 3). Apertures 160 may be located between circum-
ferentially adjacent space maintaining protrusions 100 such
that, when sprocket 60 is coaxially mounted to the freechub
body of cassette 110, dirt and debris may flush between
axially forward surface 80a, axially forward surface 90q, and
axially forward surface 74a of sprocket 60 and the axially
rearward surface of the adjacent sprocket S, . In this way, dirt
and debris may move radially inwardly away from chain
engaging portion 80, between circumferentially adjacent
space maintaining protrusions 100. In some embodiments,
radially inward edge 82 of chain engaging portion 80, radially
outward edge 74 of mounting portion 70, and axially out-
wardly extending edges 91 of adjacent support arms 90 and
radially inward edge 82 of chain engaging portion 80 and
axially outwardly extending edges 93 of radially outward arm
portions 94, 96 may define a plurality of apertures 160, 170,
respectively (see FIG. 3). Apertures 160, 170 may be located
between circumferentially adjacent space maintaining pro-
trusions 100 such that, when sprocket 60 is coaxially mounted
to the freehub body of cassette 110, dirt and debris may flush
between axially forward surface 80a, axially forward surface
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90a, and axially forward surface 74a of sprocket 60 and the
axially rearward surface of the adjacent sprocket S;. In this
way, dirt and debris may move radially inwardly away from
chain engaging portion 80, between circumferentially adja-
cent space maintaining protrusions 100. In some embodi-
ments, radially inward edge 82 of chain engaging portion 80,
radially outward edge 74 of mounting portion 70, and axially
outwardly extending edges 91 of adjacent support arms 90
may define a plurality of spacing portions (not shown). The
spacing portions may be located between circumferentially
adjacent space maintaining protrusions 100 and axially for-
ward surface 100qa of each space maintaining protrusion 100
extends further axially forwardly than an axially forward
surface (not shown) of each spacing portion such that, when
sprocket 60 is coaxially mounted to the freehub body of
cassette 110, dirt and debris may flush between axially for-
ward surface 80q, axially forward surface 90aq, axially for-
ward surface 74a, and the axially forward surface of each
spacing portion of sprocket 60 and the axially rearward sur-
face of the adjacent sprocket S;. In this way, dirt and debris
may move radially inwardly away from chain engaging por-
tion 80, between circumferentially adjacent space maintain-
ing protrusions 100. In some embodiments, radially inward
edge 82 of chain engaging portion 80, radially outward edge
74 of mounting portion 70, and axially outwardly extending
edges 91 of adjacent support arms 90 and radially inward
edge 82 of chain engaging portion 80 and axially outwardly
extending edges 93 of radially outward arm portions 94, 96
may define a plurality of spacing portions (not shown). The
spacing portions may be located between circumferentially
adjacent space maintaining protrusions 100 and axially for-
ward surface 100qa of each space maintaining protrusion 100
extends further axially forwardly than an axially forward
surface (not shown) of each spacing portion such that, when
sprocket 60 is coaxially mounted to the freehub body of
cassette 110, dirt and debris may flush between axially for-
ward surface 80q, axially forward surface 90aq, axially for-
ward surface 74a, and the axially forward surface of each
spacing portion of sprocket 60 and the axially rearward sur-
face of the adjacent sprocket S,. In this way, dirt and debris
may move radially inwardly away from chain engaging por-
tion 80, between circumferentially adjacent space maintain-
ing protrusions 100.

In some embodiments, axially forward surface 70a of
mounting portion 70 extends further axially forwardly than
axially forward surface 100a of each space maintaining pro-
trusion 100. Since first axially rearward surface 140 of
sprocket S, adjacent to sprocket 60 extends further axially
rearwardly of an axially rearward surface 150 of a sprocket
carrier 180 (see FIG. 6) or a second axially rearward surface
(not shown) of sprocket S,, as cassette 110 is assembled,
axially forward surface 100a of each space maintaining pro-
trusion 100 contacts first axially rearward surface 140 of
sprocket S, before axially forward surface 70a of the mount-
ing portion 70 contacts axially rearward surface 150 of
sprocket carrier 180 or the second axially rearward surface
(not shown) of adjacent sprocket S,;. As cassette 110 is fas-
tened during the assembly process, sprocket 60 flexes and
axially forward surface 70a of mounting portion 70 contacts
axially rearward surface 150 of sprocket carrier 180 or the
second axially rearward surface (not shown) of adjacent
sprocket S,. In this way, chain engaging portion 80 may be
stiffened and/or biased axially rearwardly to optimize move-
ment of bicycle chain 40 between sprocket 60 and adjacent
sprocket S, of cassette 110. In some embodiments, chain
engaging portion 80 of sprocket 60 may include a plurality of
circumferentially spaced, axial recesses 88 shaped to assist
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upshifting of chain 40 to sprocket 60 from an adjacent
sprocket of cassette 110 during an upshift operation by a rear
derailleur.

A conventional bicycle is typically easiest for a bicyclist to
pedal uphill when the lowest gear ratio is used (i.e., the chain
mechanically engages the chainring of the front crankset
having the lowest teeth profile and the sprocket of the rear
cassette having the highest teeth profile. Cassette 110 com-
prising axially rearmost sprocket 60 facilitates uphill pedal-
ing since a lower gear ratio is available to a bicyclist using
cassette 110 than the gear ratio that is available to a bicyclist
using a conventional ten sprocket rear cassette, such as cas-
sette 30, since sprocket 60 has a teeth profile that is higher
than any of the sprockets of a conventional ten sprocket
cassette.

While sprocket 60 may be used with many conventional
1x10 and 2x10 drivetrains, in some embodiments, sprocket
60 may be used with a 1x10 drivetrain to optimize the gear
ratio available to a bicyclist while eliminating the front
derailleur, a front chainring, a shift control device, and the
weight (and mechanical problems) associated with these
extra components.

While a number of exemplary aspects and embodiments
have been discussed above, those of skill in the art will rec-
ognize certain modifications, permutations, additions and
sub-combinations thereof. It is therefore intended that the
following appended claims and claims hereafter introduced
are interpreted to include all such modifications, permuta-
tions, additions and sub-combinations as are within their true
spirit and scope.

What is claimed is:

1. A bicycle sprocket for use with a multi-gear rear cassette,
the sprocket comprising:

a chain engaging portion having a generally annular shape
about a central axis, a radially outward edge of the chain
engaging portion comprising a plurality of circumferen-
tially spaced and radially outwardly extending teeth for
mechanical engagement with a bicycle chain;

amounting portion having a generally annular shape about
the central axis, a radially inward edge of the mounting
portion defining an aperture shaped to receive therein a
frechub body and a radially outward edge of the mount-
ing portion radially spaced apart from a radially inward
edge of the chain engaging portion;

a plurality of support arms, integrally formed with the
chain engaging portion and with the mounting portion,
extending radially outwardly from the radially outward
edge of the mounting portion to the radially inward edge
of the chain engaging portion; and

a plurality of space maintaining protrusions, each space
maintaining protrusion integrally formed with and
extending axially forwardly from an axially forward
surface of a corresponding support arm.

2. The bicycle sprocket according to claim 1, wherein the
support arms are circumferentially spaced apart from one
another about the radially outward edge of the mounting
portion.

3. The bicycle sprocket according to claim 1, wherein the
support arms are circumferentially spaced apart from one
another about the radially inward edge of the chain engaging
portion.

4. The bicycle sprocket according to claim 1, wherein each
support arm comprises a radially inward arm portion and a
plurality of radially outward arm portions, the radially inward
arm portion extending radially outwardly from the radially
outward edge of the mounting portion and the plurality of
radially outward arm portions extending radially outwardly
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from a radially outward edge of the radially inward arm
portion to the radially inward edge of the chain engaging
portion.

5. The bicycle sprocket according to claim 4, wherein each
space maintaining protrusion extends axially forwardly from
an axially forward surface of a corresponding radially out-
ward arm portion and is integrally formed therewith.

6. The bicycle sprocket according to claim 1, wherein an
axially forward surface of the mounting portion and an axially
forward surface of each space maintaining protrusion extend
further axially forwardly than an axially forward surface of
the chain engaging portion.

7. The bicycle sprocket according to claim 6, wherein the
axially forward surface of the mounting portion extends fur-
ther axially forwardly than the axially forward surface of each
space maintaining protrusion.

8. The bicycle sprocket according to claim 1, wherein the
radially inward edge of the mounting portion comprises a
plurality of circumferentially spaced grooves mateably
engageable with a plurality of splines circumferentially
spaced about the freehub body.

9. The bicycle sprocket according to claim 1, wherein the
chain engaging portion comprises a plurality of circumferen-
tially spaced, axial recesses shaped for upshifting a bicycle
chain to the rear bicycle sprocket from an adjacent sprocket of
the rear cassette.

10. The bicycle sprocket according to claim 1, wherein the
sprocket is constructed from a metallic material.

11. A bicycle multi-gear rear cassette having a plurality of
sprockets coaxially mounted to a freehub body, wherein the
plurality of sprockets includes an axially rearmost sprocket,
the axially rearmost sprocket comprising:

a chain engaging portion having a generally annular shape
about a central axis, a radially outward edge of the chain
engaging portion comprising a plurality of circumferen-
tially spaced and radially outwardly extending teeth for
mechanical engagement with a bicycle chain;

a mounting portion having a generally annular shape about
the central axis, a radially inward edge of the mounting
portion defining an aperture shaped to receive therein a
frechub body and a radially outward edge of the mount-
ing portion radially spaced apart from a radially inward
edge of the chain engaging portion;

a plurality of support arms, integrally formed with the
chain engaging portion and with the mounting portion,
extending radially outwardly from the radially outward
edge of'the mounting portion to the radially inward edge
of the chain engaging portion; and

a plurality of space maintaining protrusions, each space
maintaining protrusion integrally formed with and
extending axially forwardly from an axially forward
surface of a corresponding support arm.

12. The multi-gear rear cassette according to claim 11,
wherein each support arm comprises a radially inward arm
portion and a plurality of radially outward arm portions, the
radially inward arm portion extending radially outwardly
from the radially outward edge of the mounting portion and
the plurality of radially outward arm portions extending radi-
ally outwardly from a radially outward edge of the radially
inward arm portion to the radially inward edge of the chain
engaging portion.

13. The multi-gear rear cassette according to claim 12,
wherein each space maintaining protrusion extends axially
forwardly from an axially forward surface of a corresponding
radially outward arm portion and is integrally formed there-
with.
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14. The multi-gear rear cassette according to claim 11,
wherein an axially forward surface of the mounting portion
and an axially forward surface of each space maintaining
protrusion extend further axially forwardly than an axially
forward surface of the chain engaging portion.

15. The multi-gear rear cassette according to claim 14,
wherein the axially forward surface of the mounting portion
extends further axially forwardly than the axially forward
surface of each space maintaining protrusion.

16. A bicycle comprising a multi-gear rear cassette having
a plurality of sprockets coaxially mounted to a freehub body,
wherein the plurality of sprockets includes an axially rear-
most sprocket, the axially rearmost sprocket comprising:

a chain engaging portion having a generally annular shape
about a central axis, a radially outward edge of the chain
engaging portion comprising a plurality of circumferen-
tially spaced and radially outwardly extending teeth for
mechanical engagement with a bicycle chain;

amounting portion having a generally annular shape about
the central axis, a radially inward edge of the mounting
portion defining an aperture shaped to receive therein a
frechub body and a radially outward edge of the mount-
ing portion radially spaced apart from a radially inward
edge of the chain engaging portion;

a plurality of support arms, integrally formed with the
chain engaging portion and with the mounting portion,
extending radially outwardly from the radially outward
edge of the mounting portion to the radially inward edge
of the chain engaging portion; and
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a plurality of space maintaining protrusions, each space
maintaining protrusion integrally formed with and
extending axially forwardly from an axially forward
surface of a corresponding support arm.

17. The bicycle according to claim 16, wherein each sup-
port arm comprises a radially inward arm portion and a plu-
rality of radially outward arm portions, the radially inward
arm portion extending radially outwardly from the radially
outward edge of the mounting portion and the plurality of
radially outward arm portions extending radially outwardly
from a radially outward edge of the radially inward arm
portion to the radially inward edge of the chain engaging
portion.

18. The bicycle according to claim 17, wherein each space
maintaining protrusion extends axially forwardly from an
axially forward surface of a corresponding radially outward
arm portion and is integrally formed therewith.

19. The bicycle according to claim 16, wherein an axially
forward surface of the mounting portion and an axially for-
ward surface of each space maintaining protrusion extend
further axially forwardly than an axially forward surface of
the chain engaging portion.

20. The bicycle according to claim 19, wherein the axially
forward surface of the mounting portion extends further axi-
ally forwardly than the axially forward surface of each space
maintaining protrusion.
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